Federal Communications Commission §80.367
by authorized ship stations for fac-
simile.
ASSIGNABLE SHIP FREQUENCIES FOR FACSIMILE (KHZ)
2070.5 4154 6235 8302 12370 16551 18848 22182 25123
2072.5 4170 6259 8338 12418 16615 18868 22238 25159
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(2) Coast station frequencies. The fol-
lowing table describes the exclusive
maritime mobile HF frequency bands
that are available for assignment to
coast stations using 3 kHz channels for
facsimile. However, any frequency in
the 2000-27500 kHz bands listed in part
2 of the Commission’s Rules as avail-
able for shared use by the maritime
mobile service and other radio services,
except for the 4000-4063 kHz and the
8100-8195 kHz bands, is available for as-
signment to coast stations for fac-
simile. Frequency assignments are sub-
ject to coordination with government
users.

FREQUENCY BANDS FOR COAST FACSIMILE
(KH2)

4221.0- 4351.0
6332.5- 6501.0
8438.0—- 8707.0
12658.5-13077.0

16904.5-17242.0
19705.0-19755.0
22445.5-22696.0
26122.5-26145.0

(b) The frequencies in the 156-162
MHz band available for assignment to
public coast stations that are con-
tained in §80.371(c) of this part are also
available for facsimile communications
between ship and coast stations using
F2C or F3C emission.

(c) The frequency 156.425 MHz is as-
signed by rule to private coast stations
and ship stations in Alaska for ship-to-
shore and ship-to-ship facsimile trans-
missions using F2C or F3C emissions.

[61 FR 31213, Sept. 2, 1986, as amended at 54
FR 40059, Sept. 29, 1989; 56 FR 9893, Mar. 8,
1991; 57 FR 43407, Sept. 21, 1992; 62 FR 40307,
July 28, 1997; 68 FR 46970, Aug. 7, 2003]

RADIOTELEPHONY

§80.365 Scope.

The following sections describe the
carrier frequencies and general condi-
tions of use for the following types of
radiotelephony:
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—Distress, urgency, safety, call and reply.
—Working.

—Public.

—Private.

§80.367 General uses—radiotelephony.

(a) Ship stations communicating
with foreign coast stations may oper-
ate on any frequency designated by
that coast station.

(b) Radiotelephony stations commu-
nicating with a Government station
may transmit on a Government fre-
quency when authorized to do so by the
Government station or agency if the
emission, bandwidth and frequency tol-
erance of the maritime station are
within the same limits as the Govern-
ment station.

(c) Frequencies assigned to Govern-
ment radio stations are assignable to
non-Government maritime stations for
radiotelephony communications with
other non-Government stations in con-
nection with activities performed in
coordination with or on behalf of the
Government.

(d) Frequencies in the 2000-27500 kHz
band will be authorized only to ship
stations that in addition are author-
ized to use frequencies in the 156-162
MHz band.

(e) Frequencies in the 2000-2850 kHz
band will be authorized to private
coast stations that in addition are au-
thorized to use frequencies in the 156—
162 MHz band.

(f) Ship and coast stations authorized
to use frequencies in both the 2000-
27500 kHz and 156-162 MHz bands must
not use frequencies in the 2000-27500
kHz band for communications with any
other station which is within the VHF
service range.

(g) Coast and ship station radio-
telephone working frequencies are
available for DSC general purpose call-
ing under the provisions of §80.207(a).
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(h) Digital selective calling tech-
niques are not authorized on the fre-
quencies 2182 kHz or 156.800 MHz.

§80.369 Distress, urgency, safety, call
and reply frequencies.

This section describes the general
uses and frequencies assignable to mar-
itime stations for distress, urgency,
safety, call and reply radiotelephony
communications.

(a) In the 1605-3500 kHz band, the fre-
quency 2182 is an international
radiotelephony distress, urgency and
safety frequency for ship stations, pub-
lic and private coast stations, and sur-
vival craft stations. It is also used for
call and reply by ship stations on a pri-
mary basis and by public coast stations
on a secondary basis. The carrier fre-
quency 2191 kHz may be used as a sup-
plementary calling frequency in areas
of heavy usage of 2182 kHz. All stations
must use J3E emission when operating
on 2182 and 2191 kHz, except that:

(1) H3E emission may be used on 2182
kHz for communications with foreign
coast and ship stations; or,

(2) A3BE emission may be used on 2182
kHz by portable survival craft stations,
or transmitters authorized for use
prior to January 1, 1972. See §80.203(c).

(b) The frequencies 4125.0 kHz, 6215
kHz, 8291 kHz, 12290 kHz, and 16420 kHz
may be used by coast and ship stations
on a simplex basis for distress and safe-
ty communications. The frequency
4125.0 kHz may also be used for distress
and safety communications between
aircraft and maritime mobile stations.

(c) The frequency 5167.5 kHz is avail-
able to any station for emergency com-
munications in the State of Alaska.
Peak envelope power of stations oper-
ating on this frequency must not ex-
ceed 150 watts. This frequency may
also be used by Alaska private fixed
stations for calling and listening, but
only for establishing communication.

(d) In the 4000-27500 kHz band, the fol-
lowing coast frequencies are available
for assignment to public coast stations
for call and reply communications. The
paired ship frequencies are available
for use by authorized ship stations.
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CALL AND REPLY FREQUENCY PAIRS IN THE
4000-27500 KHz

Carrier Frequencies (kHz)

Channel No. Shipﬂ:irtans- Coalsé1 ittrans-
1234125 14417

236215 16516

8255 8779

312290 13137

316420 17302

18795 19770

22060 22756

25097 26172

1The frequencies 4125 kHz, 4417 kHz, and 6516 kHz are
also available on a simplex basis for private communications,
see §80.373(c) of this part.

2The frequencies of 4125 kHz and 6215 kHz are also avail-
able on a simplex basis to ship and coast stations for call and
reply, provided that the peak envelope power does not ex-
ceed 1 kW.

3The frequencies 4125 kHz, 6215 kHz, 8291 kHz, 12290
kHz, and 16420 kHz are also available on a simplex basis for
distress and safety traffic, see paragraph (b) of this section.

(e) In the 120-156 MHz band the fol-
lowing frequencies are used as indi-
cated:

(1) The frequencies 121.500 MHz and
123.100 MHz using A3E emission are
available for scene of action search and
rescue operations to ship, coast and
aircraft stations. Communications in
support of search and rescue operations
must employ the frequency 121.500 MHz
only when communications on 123.100
MHz or other VHF frequencies is not
practicable. Ship, coast and aircraft
stations engaged in such communica-
tions on 121.500 MHz must shift to
123.100 MHz as soon as possible.

(2) The frequency 156.526 MHz is
available for intership, ship and coast
general purpose, distress and safety
DSC calls.

(3) The frequency 156.800 MHz is the
international radiotelephone distress,
urgency, safety, call and reply fre-
quency for ship, public and private
coast stations. Stations operating on
156.800 MHz must be able to transmit
and receive using G3E emission.

(4) The frequency 156.450 MHz (chan-
nel 9) is available for intership, ship
and coast station general purpose call-
ing by noncommercial vessels, such as
recreational boats. Distress, urgency
and safety calls should initially be
made on 156.800 MHz (channel 16) or, if



